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2.2.1 Roof Drainage Systems
DEBRIS
ALL GUTTERS

Debris has accumulated in the gutters. Recommend cleaning to facilitate water flow.
Here is a DIY resource for cleaning your gutters. 

Recommendation

2.2.2 Roof Drainage Systems
GUTTER DAMAGED
Gutters were damaged. This can result in excessive moisture in the soil at the foundation, which can lead
to foundation/structural movement. Recommend a qualified contractor evaluate and repair. 

Recommendation

2.3.1 Flashings
CORRODED - MINOR
Roof flashing showed signs of corrosion, but are still in working condition. Flashing should be monitored
to prevent severe corrosion leading to moisture intrusion. 

Recommendation

2.4.1 Skylights, Chimneys & Other Roof Penetrations
SKYLIGHT WATER PENETRATION
There are signs of possible water penetration at or near the skylight.  Skylights, if not properly installed,
are prone to leaking. Monitor the condition and if there is sign of leak then have the skylight repaired or
replaced.
Proper flashing around the skylight is critical.
Recommendation
Contact a qualified roofing professional.

Recommendation

3.1.1 Siding, Flashing & Trim
GROUND CLEARANCE
Inadequate clearance between siding and ground.   Recommend a minimum ground clearance between
bottom of siding and ground of 4". Siding in contact with the ground or soil is a serious concern because
that condition can provide direct access for wood destroying insects.

Recommendation

3.1.2 Siding, Flashing & Trim
MILDEW/ALGAE Recommendation

tel:8323226624
mailto:kevin.bailes@yahoo.com
http://www.lowes.com/projects/repair-and-maintain/gutter-cleaning-and-repair/project
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There are signs of algae and/or mildew on the siding. This is a cosmetic issue and is not uncommon
especially on shaded portions of the home.  Recommend that said areas be washed or cleaned or a
regular basis.

3.2.1 Exterior Doors
DOOR SILL/TRIM
Door sill and/or trim is loose, deteriorated or worn and repair or replacement should be considered.
Recommendation
Contact a qualified door repair/installation contractor.

Recommendation

3.3.1 Walkways, Patios & Driveways
DRIVEWAY CRACKING - MAJOR
Major cracks observed. Recommend concrete contractor evaluate and replace.
Recommendation
Contact a qualified concrete contractor.

Recommendation

3.3.2 Walkways, Patios & Driveways
WALKWAY CRACKING - MAJOR
Major cracks observed. Recommend concrete contractor evaluate and correct to prevent trip hazard &
preserve appearance.
Recommendation
Contact a qualified concrete contractor.

Recommendation

3.5.1 Eaves, Soffits & Fascia
WASPS NEST
Wasp nests were visible under the soffits. Recommend a qualified exterminator evaluate and remove.
Recommendation
Recommended DIY Project

Recommendation

3.6.1 Vegetation, Grading, Drainage & Retaining Walls
NEGATIVE GRADING
Grading is sloping towards the home in some areas. This could lead to water intrusion and foundation
issues. Recommend qualified landscaper or foundation contractor regrade so water flows away from
home.
Here is a helpful article discussing negative grading. 

Recommendation

3.6.2 Vegetation, Grading, Drainage & Retaining Walls
TREE DEBRIS ON ROOF
Tree debris observed on roof. This can cause improper drainage to gutters and downspouts. Recommend
clearing debris.

Recommendation

http://homeguides.sfgate.com/fix-slope-grading-house-33504.html
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6.1.1 Cooling Equipment
INSULATION MISSING OR DAMAGED
Missing or damaged insulation on refrigerant line can cause energy loss and condensation.

Recommendation

7.4.1 Hot Water Systems, Controls, Flues & Vents
NEAR END OF LIFE
Water heater showed normal signs of wear and tear. Recommend monitoring it's effectiveness and
replacing in the near future.

Recommendation

8.3.1 Branch Wiring Circuits, Breakers & Fuses
ALUMINUM BRANCH CIRCUITS
Aluminum wire appears to be installed on branch electrical circuits in the subject premises. These single
strand, branch circuit aluminum wires were used widely in houses during the mid 1960s and 1970s.
According to the U.S. Consumer Product Safety Commission, problems due to expansion can cause
overheating at connections between the wire and devices (switches and outlets) or at splices, which has
resulted in fires. For further information on aluminum wiring contact the U.S. Consumer Product Safety
Commission via the Internet at http://www.cpsc.gov/ . It is recommended that the electrical system be
evaluated by a licensed electrician.

Recommendation

8.4.1 Lighting Fixtures, Switches & Receptacles
COVER PLATES DAMAGED
One or more receptacles have a damaged cover plate. Recommend replacement.

Recommendation

8.4.2 Lighting Fixtures, Switches & Receptacles
COVER PLATES MISSING
One or more receptacles are missing a cover plate. This causes short and shock risk. Recommend
installation of plates.

Recommendation

8.4.3 Lighting Fixtures, Switches & Receptacles
LIGHT INOPERABLE
One or more lights are not operating. New light bulb possibly needed.

Recommendation

8.5.1 GFCI & AFCI
NO GFCI PROTECTION INSTALLED
No GFCI protection present in all locations. Recommend licensed electrician upgrade by installing ground
fault receptacles in all locations.
Here is a link to read about how GFCI receptacles keep you safe. 

Recommendation

9.1.1 Vents, Flues & Chimneys
CHIMNEY LINER DIRTY Recommendation

https://www.thisoldhouse.com/ideas/how-gfci-receptacles-keep-you-safe
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Chimney liner had layer of creosote dust, so underlying structure couldn't be inspected for cracks.
Recommend qualified chimney sweep company inspect and/or clean.

10.1.1 Attic Insulation
INSUFFICIENT INSULATION
Insulation depth was inadequate. Recommend a qualified attic insulation contractor install additional
insulation.

Recommendation

11.1.1 Doors
NOTICEABLE GAP
One or more gaps could result in energy loss. Recommend handyman or door contractor evaluate.

Recommendation

11.1.2 Doors
POOR WEATHER-STRIPPING
At the time of the inspection, weather-stripping at interior doors was generally damaged or deteriorated.
The Inspector recommends replacement/installation of effective weather-stripping components as
necessary by a qualified contractor.

Recommendation

11.1.3 Doors
WATER STAINING
Door shows noticeable water staining, which could lead to further deterioration. Monitor for future repair
or replacement.

Recommendation

11.2.1 Windows
MISSING SCREEN
Window missing screen. Recommend replacement.

Recommendation

11.3.1 Floors
CARPET STAINS
Carpet had areas of staining or discoloration. Recommend a thorough steam clean by a qualified carpet
cleaning company 

Recommendation

11.3.2 Floors
DAMAGED (GENERAL)
KITCHEN

The home had general moderate damage visible at the time of the inspection. Recommend service by a
qualified contractor.

Recommendation
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11.3.3 Floors
TILES LOOSE
UPSTAIRS BATHROOM

Loose tiles are present at time of inspection. Recommend a qualified contractor re-attach and seal.

Recommendation

11.4.1 Walls
PAINT CRACKING
UPSTAIRS HALLWAY

Wall paint was cracking in one or more areas. Recommend a qualified painter evaluate and apply a new
coat.
Here is a DIY article on treating cracking paint. 

Recommendation

11.5.1 Ceilings
MINOR DAMAGE
Minor damage or deterioration to the ceiling was visible at the time of the inspection.

Recommendation

11.5.2 Ceilings
POSSIBLE MOLD
There are possible signs of fungi growth on ceiling. It is unknown if this is a safety hazard. Recommend a
qualified mold inspector evaluate.

Recommendation

11.5.3 Ceilings
RECENT ROOF LEAK DAMAGE
Stains on the ceiling appear to be the result of roof leaks. The source of leakage should be identified and
corrected, and the ceiling re-painted. 

Recommendation

11.6.1 Steps, Stairways & Railings
NO HANDRAIL
Staircase had no handrails. This is a safety hazard. Recommend a qualified handyman install a handrail. 

Recommendation

11.7.1 Countertops & Cabinets
CABINET SEPARATING FROM WALL
BEHIND COOKTOP

Cabinets are separating from ceiling or wall. Recommend a qualified cabinet contractor re-fasten cabinets
securely. 

Recommendation

11.7.2 Countertops & Cabinets
COUNTERTOP CRACKED/CHIPPED Recommendation

https://www.proreferral.com/hg/handy-tips-treating-cracking-paint/
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Countertop had one or more cracks or chips. Recommend qualified countertop contractor evaluate and
repair. 
Here is a helpful article on repairing cracks, chips & fissures. 

11.7.3 Countertops & Cabinets
GROUT DETERIORATING
Grout lines were cracked or severely deteriorated. Recommend a qualified contractor repair or replace
grout. 

Recommendation

12.1.1 Dishwasher
IMPROPER INSTALLATION Recommendation

http://www.countertopguides.com/guides/repair-fissures-cracks-chips-countertops.html

